Y.D.K

PN16 Pressure Reducing Valve

<< YDK BRAND
MODEL:KCV200

1+ 4. 5-GATEVALVE
2. STRAINER
3. PRESSURE REDUCING VALVE

'Specification )

* Flange end: BS4504

[Main parts and materials )

Part Name EACHE]

Body Ductile Iron Basic standard
Bonnet Ductile Iron
2Cr13
Sem o Norminal Pressure (mpa): 1.6
Regﬂg'snsgu{?alve Brass/304 e Seal test(water): 1.8mpa
Brass/304 * Shell test(water): 2. 4mpa
Needle Valve e Suitable temperature: 0~80C
Ball Valve Brass/304 ® Suitable medium: water
mimensions D
DN L Nx®P3
50 203 4xD19
65 216 4xD19
80 241 132 160 200 8xd19
100 292 156 180 220 8xPd19
125 330 184 210 250 8xd19
150 356 211 240 285 8xP23
200 458 266 295 340 12xd23
250 530 319 355 405 12xd28

YDK product specifications in this catalogue is provided for reference only.

YDK have the right to change or modify product design, construction, specification or materials.
09 j/vm( BRAND

Y.D.K

PN16 Slowly Closing Silencing Check Valve

YDK BRAND »»»
MODEL:KCV300

300X SLOWLY CLOSNG GATE VALVE
SILENCING CHECK VALVE

‘Specification )

Main parts and materials i

Part Name Material ® Flange end: BS4504
Body Ductile Iron Basic standard
Bonnet Ductile Iron
St 2Cr13
i ] e Norminal Pressure (mpa): 1.6
Disc Cast Iron - e Seal test: 1.8mpa
eature e Seal test: 2.4mpa
Ball Val Brass/304 o e
i o e Suitable temperature: 0~80C
Check Valve Brass/304 e Suitable medium: water
mimensions h
DN I= Nx®d3
50 203 4xP19
65 216 4xP19
80 241 132 160 200 8xP19
100 292 156 180 220 8xP19
125 330 184 210 250 8xd19
150 356 21 240 285 8xP23
200 458 266 295 340 12x$23
250 530 319 355 405 12xP28
¥ DK product specifications in this catalogue is provided for reference only.
¥DK have the right to change or modify product design, construction, specification or materials. YDK BM"D )J1 0



